
: AvL-TBT-4FT-30W-xK

Power (W) : 30

LED Tube Lumen (lm) : 3600

Efficiancy (lm/W) : ≥ 120

Colour Temperature, CCT (K) : 4000K. 6500K

Colour Rendering Index (CRI) : ≥ 80

Beam Angle (°) : 120°

Dimmable : No

Input Voltage(VAC) : 220 - 250

Power Factor (PF) : ≥ 0.9

THD (%) : ≤ 20

IP Rating : IP 40

Materials : Aluminium & Polycarbonate

Driver : External LED Driver (Within Casing)

Life Time (hours) : 50,000

Finishing Color : White

Operating Temp. (°C) : -20°C ~ 50°C

Working Humidity (% RH) : 10 ~ 90

Storage Temp. (°C) : 10°C - 65°C

LED TRACK BATTEN LIGHT FOR CLEAN ROOM

Product Specification

Part No.

General Specification

50K
HOURSLIFE TIME

IP40INGRESS
PROTECTION

Malaysian Brand

Remark:

Indoor Application

* x = CCT: 4 - 4000K, 65 - 6500K

DUSTPROOFED DESIGN

TEAR-DROPPED SHAPPED
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Photometric Result : Typical Data

     

Dimension (mm) :

Additional Picture Data

LED TRACK BATTEN LIGHT FOR CLEAN ROOM
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Length: 1220 mm
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