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AdvanLED All-in-One Solar SL    
DATASHEET 

 

 

, 

lithium battery, controller, and LED lamp are 

integrated into one part, convenient for 

 

and rural roads, parks, squares and so on. 

Advantages: 

 Excellent heat dissipation 

 All-in-one design, easy for installation and adjustment 

  

Features 

   

 CRI: 70 

  

 Led fixtures Lifespan : 50,000 hours 

 Warranty: Light fixture is 5 years, Battery is 3 years, and Solarpanel is 5 years. 

The AdvanLED All-in-One Solar Street

Light is uniquely designed. The solar panel,

customers to install. It is widely applied in urban

EMC 3030 ultra high Efficiency LED +LiFePo4 Battery

+ Mono Crystalline solar panels

Ultra high efficiency up to 200lm/W System Level

2 Days Autonomy Battery Capacity + IP protection: IP65
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Specification Information 

 Light fixture specification 

Model No.      

Power(W)  20 40 60 80 100 

Input Voltage V  12 

Efficiency(Lm/W) 200* 

Lumen flux(Lm) 4000 8000 12000 16000 20000 

Color temperature: 3000K/3500K/4000K/5700K/6500K 

CRI 70 

IP protection IP65 

Days for rainproof 2days 

 Solar panel specification 

Max power 45W 60W 100W 165W 165W 

Voltage DC18V 

Material Mono-crystalline  

 Battery Specification  

Voltage V  12.8 

Battery Module Capacity AH          20   40             60              80         80 

Battery Type LiFePo4 Battery 

Cable mm²  2*1.5mm² 

Working Temp  Power charge  0 45   Power discharge -20 55  

Cycles 1500 times 

Charging time        6-8H            6-8H           6-8H              6-8H             6-8H 

Discharge time 12hours / night 

 Controller Specification 

Current A  10 

Mounting Side entry or post-top 

Motion+timing mode 2H 100% ;2H 50% ;8H detected 100% ,none 30% ;(Adjustable) 

 

*Based on the color temperature above 4000
** At Model No., yyK indicates CCT: 30 = 3000k, 35 = 3500k, 40 = 4000k, 57 = 5700k and 65 = 6500k

 

 

 
 
 
 
 

AVL-ASSL-020-yyK G1 AVL-ASSL-040-yyK G1 AVL-ASSL-060-yyK G1 AVL-ASSL-080-yyK G1 AVL-ASSL-100-yyK G1
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Dimensions 

 

 

 

 

Model No.      

a 877 1117 1672 1877 1877 

b 360 360 360 520 520 

c 80 80 80 80 80 

 

 

Light Distribution Curve 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

Other optical types can be provided upon request 

Weight (KG) 14.5 19.5 25.5 35.5 37.5

AVL-ASSL-100-yyK G1AVL-ASSL-080-yyK G1AVL-ASSL-060-yyK G1AVL-ASSL-040-yyK G1AVL-ASSL-020-yyK G1

** At Model No., yyK indicates CCT: 30 = 3000k, 35 = 3500k, 40 = 4000k, 57 = 5700k and 65 = 6500k
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Packaging Information 

Model No.      

Packing 

dimension(mm) 
960*450*160 1200*450*160 1750*450*160 1950*600*160 1950*600*160 

Quantity in a carton 1Pcs/Carton  

 

Revision History 

Versions Description Release Date 

1.0 NEW 2023/05/26

   
 

 

 

 

AVL-ASSL-100-yyK G1AVL-ASSL-080-yyK G1AVL-ASSL-060-yyK G1AVL-ASSL-040-yyK G1AVL-ASSL-020-yyK G1

** At Model No., yyK indicates CCT: 30 = 3000k, 35 = 3500k, 40 = 4000k, 57 = 5700k and 65 = 6500k

 
 

 
 

 
 

 

ADDRESS (HQ)

No 109, Jalan PM 1,
Taman Perindustrian Merdeka,
Batu Berendam,
75350 Melaka, Malaysia

ADDRESS (K.L.)

No 18, Jalan Industri PBP 9,
Taman Industri Pusat Bandar Puchong,
47100 Puchong, Selangor Darul Ehsan,
Malaysia

CONTACTS

(HQ)
Telephone: +606-317 3668
Fax: +606-317 3882

(K.L.)
Telephone: +1700 81 9296
Fax: +03-3884 2296

LED Vision Lighting Sdn. Bhd. (HQ) LED Vision Lighting Sdn. Bhd. (K.L. Branch)




