
: AVL-HB-xxxW-S01-yyK G6 (SF)

Power (W) : 100 150 200 240

Lumen (lm) : 15000 22500 30000 36000

Efficiancy (lm/W) : 150

Colour Temperature, CCT (K) : 4000K, 6500K

Colour Rendering Index (CRI) : ≥ 70

Beam Angle (°) :

Dimmable : No

Surge Protection : Built-In 4KV (CM, DM)

 

Input Voltage(VAC) : 220 - 250

Power Factor (PF) : ≥ 0.9  

THD (%) : ≤ 20

IP Rating : IP65

Materials : Die cast aluminium & PC

Driver : External Round LED Driver

Life Time (hours) : 50,000

Finishing Color : Black

Operating Temp. (°C) : -20°C ~ 50°C

Working Humidity (% RH) : 10 ~ 90

Storage Temp. (°C) : 10°C - 65°C

General Specification

LED HIGH BAY G6

60°, 90° ,120°

*Cone sold seperately

Product Specification

Part No.

50K
HOURSLIFE TIME

IP65INGRESS
PROTECTION

Malaysian Brand

Remark:

Indoor Application/ Semi-Outdoor Application

*x refers to wattage: 100 - 100W, 150 - 150W, 200 - 200W, 240 - 240W

*y refers to CCT : 40 - 4000K, 65 - 6500K

COST EFFECTIVE DESIGN

LOW DEGRADATION RATE

HIGH EFFICIENCY
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Photometric Result : Typical Data

     

90°

Dimension (mm) :

100W 150W 200W 240W

Height (H1) 161 178

Height (H2) 117 134

Height (H3) 149 167 187 182

Diameter (D1) 273 308 349 400

Diameter (D2) 396 466 525 525

Weight (KG) 1.9 2.3

Installation Data

Hook Method

122

LED HIGH BAY G6
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Supply Cable to Driver Colour:

Life: Brown

Neutral: Blue

Earth: Green-Yellow
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