
: AVL-HM-BxxxW-SP-yyD-zK

Power (W) : 400 500 600 800 1000 1200

Lumen (lm) : 60000 75000 90000 120000 150000 180000

Efficiancy (lm/W) : 150/ 125 (10° & 15°)

Colour Temperature, CCT (K) : 3000K, 4000K, 6500K

Colour Rendering Index (CRI) : ≥ 80

Beam Angle (°) : 10°, 15°, 30°, 60°, 90°, Asymmetrical

Dimmable : No

Input Voltage(VAC) : 220 - 250

Power Factor (PF) : ≥ 0.9

THD (%) : ≤ 20

IP Rating : IP66

Materials : Aluminium Die Cast & Tampered Glass

Driver : External within Driver Compartment

Life Time (hours) : 50,000

Finishing Color : Black

Operating Temp. (°C) : -20°C ~ 50°C

Working Humidity (% RH) : 10 ~ 90

Storage Temp. (°C) : 10°C - 65°C

General Specification

LED HI MASTS G3

Product Specification

Part No.

50K 
HOURS LIFE TIME 

IP66 INGRESS 
PROTECTION 

Malaysian Brand 

Remark: 

Outdoor Application 

*x refers to W: 400 - 400W, 500 - 500W, 600 - 600W, 800 - 800W, 1000 - 1000W  

*y referes to angle: 10 - 10° , 15 - 15°, 30 - 30°, 60 - 60°, 90 - 90° , ASYM - Asymetrical 

*z refers to CCT : 3 - 3000K, 4 - 4000K, 65 - 6500K. Standard CCT: 6500K 
 

LENS 
BEAM CONT R OL 

SURGE PROTECTION DEVICE 

*laser pointer sold separately *optional hood 
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Photometric Result : Typical Data

     

Dimension (mm) :

Power (W) 400 - 600

Module No. 1

Length(L1) 651

Width (W1) 194

Height (H) 328

Weight (KG) 17/ 19.5

Additonal Dimensions

Width (W2) 429.41

Width (W3) 211.4

Length (L2)

Length (L3)

Length (L4)

Length (L5)

Diam. (D1)

Diam. (D2)

32.5

625

120

2

17

635

730

634.57

-

400

340

616

582

800 - 1200

LED HI MASTS G3

50K 
HOURS LIFE TIME 

IP66 INGRESS 
PROTECTION 

Malaysian Brand 

30° 60° 90° Asym 

W
2

W
3

L4
D1

D2L5

W1

L1
L2
L3

H
1H

2

H
3

15° 10° 

 



Installation Data:
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LED VISION SDN BHD

LED VISION SDN BHD

CHAIN USER MANUAL 



CHAIN USER MANUAL 
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