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Improves visual comfort by minimizing direct light exposure and harsh
glare

IP Rating IP20

Housing Heavy gauge sheet steel body with PC end-cap

Optical K12 Prismatic, OPAL

Surface Finishing White epoxy powder & oven baked

Lamp Holder Polycarbonate housing with copper place contact

Connector UL, VDE safety approved material

PRODUCT SPECIFICATION

2FT 1T 2FT 2T 4FT 1T 4FT 2T

Length (L1) 622 622 1230 1230

Width (W) 62 125 62 125

Height (H) 93 100 93 100

Durable and safe design

Prismatic or OPAL Diffuser

Enhanced Light Distribution

APPLICATIONS
Shopping Malls Retail outlets

Car Parks Factories

FEATURES AND BENEFITS

NANO DAIKON BATTEN

DIMENSION (mm)

CONNECTION METHOD

Product Code Product Description Thickness (mm)

LNBD2FT0000000000001TPM00 Nano Daikon Batten 2FT 1T Prismatic 0.3mm

LNBD4FT0000000000001TPM00 Nano Daikon Batten 4FT 1T Prismatic 0.3mm

LNBD2FT0000000000002TPM00 Nano Daikon Batten 2FT 2T Prismatic 0.3mm

LNBD4FT0000000000002TPM00 Nano Daikon Batten 4FT 2T Prismatic 0.3mm

LNBD2FT0000000000001TOP00 Nano Daikon Batten 2FT 1T OPAL 0.3mm

LNBD4FT0000000000001TOP00 Nano Daikon Batten 4FT 1T OPAL 0.3mm

LNBD2FT0000000000002TOP00 Nano Daikon Batten 2FT 2T OPAL 0.3mm

LNBD4FT0000000000002TOP00 Nano Daikon Batten 4FT 2T OPAL 0.3mm

LNBD2FT0000000000001TPMJK Nano Daikon Batten 2FT 1T Prismatic JKR 0.5mm

LNBD4FT0000000000001TPMJK Nano Daikon Batten 4FT 1T Prismatic JKR 0.5mm

LNBD2FT0000000000002TPMJK Nano Daikon Batten 2FT 2T Prismatic JKR 0.5mm

LNBD4FT0000000000002TPMJK Nano Daikon Batten 4FT 2T Prismatic JKR 0.5mm

LNBD2FT0000000000001TOPJK Nano Daikon Batten 2FT 1T OPAL JKR 0.5mm

LNBD4FT0000000000001TOPJK Nano Daikon Batten 4FT 1T OPAL JKR 0.5mm

LNBD2FT0000000000002TOPJK Nano Daikon Batten 2FT 2T OPAL JKR 0.5mm

LNBD4FT0000000000002TOPJK Nano Daikon Batten 4FT 2T OPAL JKR 0.5mm

ORDER DESCRIPTION

© 2025 LED Vision Sdn Bhd All Right Reserved. All photometric and electrical data provided have a tolerance of ±10%. Characteristics
and specifications are subject to change without prior notice. Electrical installations and connections should only be performed by a
qualified professional. The application images are for illustrative purposes and may not depict the actual LED Vision product. The
information in this publication is typical and should not be considered a guarantee of individual product performance.


